RIEGER PIPE ORGAN IN THE TOWN HALL, CHRISTCHURCH, NEW ZEALAND
STOPS AND AIDS ADDED IN 2011 ARE IN RED)

Hauptwerk |
16 stops

Windpressure: 100mm

Schwellwerk |
15 stops + Tremulant

Windpressure: 115mm

Oberwerk/Bombarde Il
15 stops + Tremulant

Windpressure: 130mm

Pedal
13 stops

Windpressure: 120mm

Principal
Principal
Gedackt
Flite harmonigue
Octav
Spitzflote
Quinte
Nazard
Superoctav
Flote
Mixtur VI
Scharff IV
Cornet V
Trompete
Trompete
Trompete

(enclosed)
Pommer
Principal
Bourdon

Gambe

Voix céleste
Prestant

Flite a cheminge
Nazard

Flate

Tierce

Plein Jeu VI-VIII
Basson
Trompette harmonique
Hautbois

Clairon
Tremulant

(enclosed)
Bourdon
Principal
Holzgedackt
Quintade
Salicional
Viola
Traversflote
Flachfléte
Larigot
Clarinette
Voix humaine
Tremulant
Cornet V
Bombarde
Bombarde
Bombarde

Untersatz
Principal
Subbalt
Bourdon
Principal
Flote
Bourdon
Choralbaly
Bourdon
Kontraposaune
FPosaune
Fagott
Trompete

Couplers: [/, HIL WAL VR, e, P
Rieger REA 2008 combination system with touch screen keypad allowing
individual storage of up to 1000 combinations for 10 different organists,
with insert and delete, Sequ. < >, 4 Cresc.(adjustable), Tutti, cance!.

Tuning equal temperament; A=440Hz@20c
Compass: Manuals C-c4 (61 notes)

Pedals C-g' (32 notes)
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